
SPECIFICATIONS
•  Compatible with 12 or 24V systems
• Up to 10 amps per channel
• Up 2 AWG input power lugs
•  IP67 wash down rated enclosure

FEATURES
• Individual fuse for each light
•  Color-coded quick connect terminals for 

intuitive installation
•  Compatible with Shadow-Caster® single 

color lights
•  Recommended when installing four or more 

underwater lights

P R O D U C T  D A T A S H E E TP R O D U C T  D A T A S H E E T

DESCRIPTION
The Shadow-Caster® Power Distribution Box provides a convenient way to connect and individually fuse up to 6 Shadow-
Caster® underwater lights. The SCM-PD waterproof box is ideal for bilge and wet mounting locations. It has color-coded 
connections for easy and intuitive installation.

Shadow-CasterShadow-Caster®® LED Lighting  |  2060 Calumet Street  |  Clearwater, FL 33765 LED Lighting  |  2060 Calumet Street  |  Clearwater, FL 33765
p:p: +1 727.474.2877     +1 727.474.2877    e:e: info@shadow-caster.com     info@shadow-caster.com    w: w: shadow-caster.comshadow-caster.com

Designed & Manufactured Designed & Manufactured 
in Clearwater, FLin Clearwater, FL
© 2020 Shadow-Caster© 2020 Shadow-Caster ® LEDs. All Right Reserved.  LEDs. All Right Reserved. 

2020.6

6 POSITION POWER DISTRIBUTION BOX  6 POSITION POWER DISTRIBUTION BOX  

SCM-PDSCM-PD

INCLUDES
• 6 channel power distribution box
• Mounting hardware
• Standard 2 year warranty

5.5” [140mm]

9” [229mm]


